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Introduction

When installing Epi Info, be aware of the following:

O The computer’s operating system before installing Epi Info

0 That a Y2K update file needs to be installed after installing Epi
Info

Before Installing Epi Info
Use the following steps before installing Epi Info on a new computer.

1.

If the new computer has as its operating

system: Then:

Windows NT Follow Step 2.-9. below
Windows 95 or 98 Continue on to Installing Epi Info

2. Go to Notepad using the following steps:
A. Begin in the lower left corner of the screen.
B. Click Start>Programs>Accessories>Notepad
3. Navigate to the file name: config.nt using the following steps:
A. Click on File>Open.
B. Go to the folder name: c:\winnt 40\system32
C. Open file config.nt

4. Go towards the end of the text to the line that says:
files=[number], where [number] is a number not the word
number.

5. Put the cursor on the number and change it to: 45
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Select File>Save.
Exit Notepad.

Restart the computer before installing Epi Info.
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Go to the next steps for installing Epi Info.

Installing Epi Info

Use the following steps to install Epi Info.

steps for installing Epi Info.

If your 3.5 disk drive is B, then substitute B where A appears in the following

Turn on Caps Lock.

Make sure you are at a C:\ prompt.

Insert: Disk #1 of Epi Info software Version 6.04B.
Type A:INSTALL. Press [ENTER].
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Start Epi Info installation.

The following instructions correspond to screens during Epi Info installation.

Source drive should be A. Press [ENTER].
Destination drive should be C.

Floppy or removable disks should be N.
Press [ENTER].
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For a normal Epi Info installation to directory EPI6.
9. Choose: I for installation.
10. Accept default Video Driver already marked by pressing [F4].
11. Arrow down to HP Desk Jet, then
Using space bar, Select all printers up to and including IBM
Proprinter X24, then Press [F4].
12. Arrow down to NETSS.

Using space bar De-select the NETSS portion of the installation
(check mark should disappear), then Press [F4].
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13.

14.

15.

16.

Press [F4] to accept all the installation parameters and start the
installation.

Screen should change to files being copied.

You will insert Disk #2 when the screen prompts to insert the
next disk into drive A:.

Insert disk and press [ENTER].

You will insert Disk #3 when the screen prompts for the next
group to be inserted into Drive A:.

Insert disk and press [ENTER].

When screen appears about editing Autoexec.bat and Config.sys
files,

Respond by typing [Y].

After Installing Epi Info
Use the following steps to install a Y2K update file after installing Epi

Info.

1.

Get disk labeled “Epi Info Software Update v. 6.04C," then put
the disk into the 3.5 drive.

At the C:\EPI6> prompt, type [COPY A:*.*]. Press [Enter].

This will copy the Y2K update file.

NOTE: This disk is part of a package that was sent out to the field in
October 1999.

2.
3.

At the C:EPI6> prompt, type [4bupdate]. Press [Enter].

When you see the prompt: “Continue extraction?," type [Y] and
Press [Enter| to continue.

Each time you see the prompt indicating an existing file,
Overwrite?, type [Y] to overwrite the file. You will need to repeat
this 20 times to continue the update process.

When finished, the C:\EPI6 prompt will return indicating that
the Y2K updating process is complete.
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